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c i t y  o f  g a r l a n d  s t r e e t  d e p a r t m e n t

0-100
T h e  P a v e m e n t  C o n d i t i o n 
I n d e x  i s  a  n u m e r i c a l  r a t i n g 
f r o m  0 - 1 0 0 .  T h e  n u m b e r 
r e p r e s e n t s  t h e  p e r c e n t a g e  o f 
t h e  p a v e m e n t  t h a t  d o e s  n o t 
h a v e  d e f e c t s .

how do we use pci to prioritize streets for 
overlay, partial repairs or full reconstrcution?

2 0 - 6 9  P C I  a r e  c a n d i d a t e s  f o r  o v e r l a y . 
To  b e  o v e r l a y e d ,  t h e  c u r b s ,  g u t t e r s  a n d 
s i d e w a l k s  s h o u l d  b e  i n  g o o d  c o n d i t i o n . 

7 0  P C I  a n d  a b o v e  q u a l i f i e s  f o r  p a r t i a l 
r e p a i r . T h e  i s o l a t e d  f a i l e d  s e c t i o n s  o f 
p a v e m e n t  a r e  r e m o v e d  a n d  r e p l a c e d . 

0 - 3 0  a r e  c a n d i d a t e s  f o r  f u l l  r e c o n s t r u c t i o n 
a n d  s h o u l d  b e  r e c o n s t r u c t e d  a s  f u n d i n g 
p e r m i t s .

Every three years, the Street Department develops 
an infrastructure construction program. The PCI is 
used as the basis to develop the program, which 
consists of the street and alley reconstruction, repair 
and overlay projects for the upcoming three years.

did you know?
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